
Electrical Characteristics                   OD : 508

Core Dimensions

(mm) (inch) (mm) (inch)

(Max) 50.80 2.000 51.70 2.035

(min) 31.75 1.250 30.90 1.217

(max) 13.46 0.530 14.35 0.565

Typical DC Bias Performance
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HS508090G

Material
Permeability

( μ )

AL ± 8%

(nH/N2)

DCB (%, min) Coreloss (㎽/㎤, max)

@50㎑, 500G@ 60 Oe

Dimensions
Uncoated Coated

Color Packaging

HS 90 109 61.6 63

Winding Information

Breakdown Voltage

(Vac)

OD

Black
Box Qty

= 96 pcs
ID

HT

Physical Characteristics

Cross Section

(A)

Path Length

( ℓ )

Window Area

(Wa)

Volume

(V)

1.250 ㎠ 12.73 cm 7.50 ㎠ 15.910 ㎤
1,000

0.194 in² 5.012 in 1,480,166 cmil 0.9708 in³

0% Winding length/turn

(cm)

4.95

40% winding factor

Surface Area (㎠)

108.52
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1840-29, Seohae-ro, Cheongbuk-myeon, Pyeongtaek-si, Gyeonggi-Do, Korea

40% Wound Di.(mm)

OD ID HT

59.57 20.23 23.62
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DC Magnetizing Force, H (Oe)
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